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SL SSF 
H2 FOOD GRADE SEMI-FLUID GREASE 

 
 
DESCRIPTION: 
 
SL SSF is an antirust, antifoam, semi-fluid grease providing resistance to oxidation and wear.  It 
does not contain lead nor heavy metal base additives. 
 
SL SSF is ideal for heavy machinery using an automatic lubrication system such as cranes, 
where it becomes impossible to pump grease at temperatures up to 0oC, for mining materials 
and all other equipment where grease should drain off by gravity at ambient temperatures. 
 
SL SSF is an "ANTI-LEAK" E.P. grease for gears, to be used alone or mixed with multi-purpose 
lubricants for gears. 
 
APPROVAL: 
 
SL SSF is a NSF H2 food grade lubricant that can be used on equipment and machine parts 
where there is no possibility of food contact. 
 
APPLICATION: 
 

- Industrial applications 

- Dispensing equipment requiring a grease to slump by gravity at ambient temperatures 

- Mining materials 

- Applications requiring an anti-leak and extreme-pressure gear lube. 

- For central systems where harder consistency grade grease are not pumpable in cold 
weather 
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SL SSF 
 
SPECIFICATIONS: 
 

CODE  5618 

NLGI CONSISTENCY NUMBER 0 TO 00 

THICKENER LITHIUM 12-HYDROXY 

TEXTURE SMOOTH, ADHESIVE 

COLOR, OBSERVED DARK AMBER 

WORKED 60 PENETRATION, D-217 380-410  

DROPPING POINT, D-566, oF(oC) 325 (163) 

RUST PREVENTION, D-1743, RATING PASS 

OXIDATION STABILITY, D-942, psi drop 2.5 @ 100 hrs 

OXIDATION STABILITY, D-942, psi drop 3.2 @ 200 hrs 

TIMKEN OK LOAD, D-2509, lb 60 

APPROXIMATE TEMPERATURE RANGE, oF(oC) 0 TO 300 (-18 TO 149) 

 

VISCOSITIES: 

 @ 100oC, cST 32.2 

 @  40oC, cST 464.1 

 @ 210oF, cST (SUS) 33.2 (156.9) 

 @ 100oF, cST (SUS) 413.7 (1917) 

 

VISCOSITY INDEX 123  

 
FEATURES: 
 

- Antirust 
- Extreme pressure/antiwear 
- Oxidation resistant 
- Water insoluble 
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