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TECHNICAL     

DATA 

 

 

 

SENT-6085 
LUBRICATING OIL: INSTRUMENT & BEARING LOW VOLATILITY,  

SYNTHETIC BASE 

 

Military Specification:  MIL-PRF-6085E     QPL No. AFPET/PTPT 13-001 

   
 
DESCRIPTION: 

 
SENT-6085 is a synthetic based instrument lubricating oil. The latest additives for oxidation, 

corrosion inhibition, antifoaming, and rust protection are used in this unique oil.  
 

 
SENT-6085 has a low volatility and shows exceptional low temperature performance.  
 

 
 
BENEFITS: 

SENT-6085 is: 
 

- Excellent Oxidation and Corrosion Inhibition 
- Low Volatility  
- Enhances Component Life 
- Extends Maintenance Intervals  

 
 
SPECIAL INSTRUCTION: 
 
Do not use product neoprene or natural rubber elastomers. 
 
PACKAGING: 
 
Product is packaged in 1 US Quart, 5 US Gallons, 55 US Gallons. 
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SENT-6085 
 
 
 

SPECIFICATIONS TEST METHOD 
SPECIFICATION 
REQUIREMENTS 
MIL-PRF-6085D 

TYPICAL RESULTS 

Colour 
ASTM D-1500 5 Max. 0.5 

Viscosity, cSt 

 @ 54.4 oC              

ASTM D-445 

 

 

8 min.  

 

8.7 

           @ -54 oC  12, 000 max. 9629 

Flash Point, oC ASTM D-92 185 min. 216 

Pour Point, oC ASTM D-97 -57 max. -59 

Evaporation, 120 oC/22 hg,% ASTM D-97 1.8 max. 0.60 

Total Acid No., mg KOH ASTM D-974 Report 0.32 

Precipitation Number, ml 
ASTM D-91 0 0.00 

Oxidation and Corrosion Stability, 
250 oF/168 hrs , Vis. Change @ 54.4 
oC, % 

ASTM D-892  

±-5% 

 

+.23 

T.A.N Change  0.5 0.01 

Insolubles, mg/100 ml  - 1.8 

Metal Weight Change, mg/cm2 Steel  0.2 -0.008 (shiny-slight tan) 

Aluminum  0.2 0.000 (shiny) 

Magnesium  0.2 -0.008 (shiny) 

Copper  0.2 -0.008 (shiny-1b) 

Cadmium  0.2 -0.008 (shiny) 

Gravity, API ASTM D-287 - 21.6 

Specific Gravity, 60 oF ASTM D-1298 Report 0.920 

Gravity, lbs/gal, 60 oF  Report 7.70 
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